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RDK-1 Downspout hanger Kit
Self-Regulating CPR Heating Cable Installation Instructions

Item Qty Description

1 1 Split Grommet

2 1 Clamp

3 2 Hanger

General
The RDK-1 Downspout Hanger Kit is used to suspend 
and prevent damage to Chromalox Roof and Gutter 
Heating Cable as it enters gutter downspout. This kit 
contains material for one downspout entrance.

Tools Required for Kit Installation Actual Kit Dimensions

Certifications & Approvals    
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HAZARD OF ELECTRIC SHOCK. Disconnect all 
power before starting. All installations must be 
effectively grounded in accordance with the 
National Electrical Code to eliminate shock 
hazard.

Turn off power before removing junction box 
cover at all times.

Users should install adequate controls and 
safety devices with their electric heating equip-
ment. Where the consequences of failure may 
be severe, back-up controls are essential. Al-
though the safety of the installation is respon-
sibility of the user, Chromalox will be glad to 
assist in making equipment recommendations.

Order Separately

RDK-1 (513279)

Cable Installation Instructions CPR

1. Place the split grommet around the heating cable 
where the downspout hanger will be placed.

2. The wire hanger has a 180° hairpin bend at one 
end and a loop bend at the other end. Center the 
hairpin end of the wire hanger along the grommet. 
Slide the clamp over the wire hanger and into the 
bend of the hanger. Tighten the clamp until the 
hanger and cable are firmly
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3. Attach the hanger assembly to the roof by driving a roofing nail or screw 
through the looped end of the hanger.


