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COMMERCIAL HEAT TRACE

SCJB-3
Snow/De-Icing
Sensor Junction Box

Description

The SCJB-3 was designed to help installations with multiple sensors when the internal
transformer to a Chroma-Series controller, WTP, or WTPM can't handle the required number
of sensors. The junction box with its built-in transformer, provides the necessary power to the
Snow Sensors. The junction box should be connected to the Chroma-Series controller, WTP, &
WTPM only by the 2 A/B wires (RS-485) and a separate, isolated 110V power supply input,
provides the 24VAC to the sensors.

• Power Supply JBOX for connection
 of multiple Snow/De-Icing Sensors

• 110VAC Operated

• 50VA Transformer

• Outdoor Rated, IP66/67

• Connect up to 3 Sensors Max

• Provides Power Supply & RS-485
 Communication Terminals

• Applicable Sensors:
 CS-AS, CS-GS, & CS-PS

Ordering Information
Model PCN Description Dimensions (LxWxH)

SCJB-3 514968
50VA Snow/De-Icing
Sensor Junction Box 

9.1” x 5.5” x 3.7”
230mm x 140mm x 95mm

Applicable Products
Model PCNProduct Type

Chroma-RG1-OD 515098Single Circuit Controller

Chroma-RG2-OD 515100Single Circuit Controller

Chroma-Melt 3-BN 515039Power Distribution Panel

Chroma-Melt 3C-BN 515020Power Distribution Panel

Chroma-Melt 5-BN 515012Power Distribution Panel

WTP/WTPM CustomPower Distribution Panel

CS-AS 512591Aerial T&M Sensor

CS-GS 514925Gutter T&M Sensor

CS-PS 514917Pavement M Sensor



G-1

HE
AT

 T
RA

CI
NG

PR
OD

UC
TS

COMMERCIAL HEAT TRACE

SCJB-3
Snow/De-Icing
Sensor Junction Box
(Cont.)

Wiring Diagram

SCJB-3

Sensor #1 Sensor #2 Sensor #3

Chromalox
Controls

Note:
Use multiple SCJB-3's to connect more
than 3 sensors as needed. Review max
number of allowed sensors for the
given controller selected.

Specifications

Supply

Output

Enclosure Protection

Material

Entries

Operating Temperature

Storage Temperature

Dimensions (L x W x H)

10VAC ±20%, 50-60Hz

24VAC, 50VA

IP66/67, Outdoor Mounting

Plastic: ABS

2x18AWG supply wires (110V)

Up to 3: 2x18AWG supply wires (24V)

Up to 4: 2x22AWG communication wires (A,B)

-40°F to 122°F (-40°C to 50°C)

-50°F to 158°F (-40°C to 70°C)

9.1” x 5.5” x 3.7”

230mm x 140mm x 95mm


